TECHNICAL SPECIFICATIONS 53NDA

DESCRIPTION

53NDA

F x F heavy duty full-flow ball valve with reducer (gear handle).
Corrosion resistant alloy (ADZ or DZR).

Conform to EN 13828
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MATERIALS
Body CWG602N (EN 12167) CuZn36Pb2As
Ball CW602N (EN 12167) CuZn36Pb2As T.E.A.
Stem CWG602N (EN 12167) CuZn36Pb2As

Stuffing box CW614N (EN 12164) CuZn39Pb3 Adjustable

Seat 2 x PTFE + 1 x PTFE on the stem
O-Rings 2 x FKM

Lever Nylon fiber

APPROVALS

vd e3 W

FRATELLI

®) PETTINAROLI..

Via Pianelli,38 - 28017 S.Maurizio d'Opaglio (NO) ITALY Tel. +39 0322 96217 - Fax. +39 0322 96546 - www.pettinaroli.com CLMAERYSTERS TECINOLOGY

STE0227 rev.00 15/02/2016



TECHNICAL SPECIFICATIONS

53NDA

PRESSURE DROP DIAGRAM
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RECOMMENDED WORKING TEMPERATURE/PRESSURE LIMITS

30 bar — 100°C — non shock
10 bar — 150°C — non shock
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